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Demolition and building
wastesAbstract The key point of this investigation is to study the effect of demolition and building
wastes on the physico-chemical and mechanical properties of alkali activated slag (AAS). In this
study, ground granulated blast-furnace slag (GGBFS) was activated by mixture of 3:3 wt.% sodium
hydroxide:liquid sodium silicate (NaOH:Na2SiO3) ratio by weight of GGBFS. AAS was individu-
ally replaced by 10 wt.% ceramic, red clay brick and concrete wastes (CW, RCBW and CoW). The
results showed that, significant shorter setting times were observed when AAS was replaced by CW,
RCBW or CoW. The AAS-CoW showed the shortest setting times compared to other all mixes. The
chemically combined water and pH decreased in the direction of AAS-CoW>AAS > AAS-
RCBW>AAS-CW. CoW has a positive effect on the compressive strength development at one
day of curing, while, CW and RCBW have a negative effect at the same time (1 day). At later ages
of curing, the AAS-RCBW showed the highest compressive strength values as compared with AAS-
CW, AAS-CoW and AAS. The crystallinity degree of hydration products enhanced when AAS was
replaced by these wastes. Also, the Fe2O3 present in waste played an important role on the devel-
opment of compressive strength. The hydration products were investigated using X-ray diffraction
(XRD), Fourier transform infrared (FTIR) spectroscopy and scanning electron microscopy (SEM)
and the results were compared with the development in compressive strength.
 2015 The Authors. Production and hosting by Elsevier B.V. on behalf of Housing and Building
National Research Center. This is an open access article under the CC BY-NC-ND license (http://
creativecommons.org/licenses/by-nc-nd/4.0/).Introduction
In recent years, much works has been carried out to investigate
the possibility of utilizing industrial wastes as raw materials in
the production of geopolymer cements. GGBFS was the first
cementitious material to be activated by alkali due to its latent
hydraulic properties. Alkali activated slag (AAS) has been.
l (2015),
Table 2 Mix compositions of investigated mixes, wt.%.
Mix no. Mix name GGBFS CW RCBW CoW
1 MS 100 – – –
2 MSC10 90 10 – –
3 MSB10 90 – 10 –
4 MSCo10 90 – – 10
2 S.R. Zedan et al.commercially produced and used in construction projects.
However, most of the commercial application of AAS has
taken place in the former Soviet Union, China, and some
Scandinavian countries. Due to environmental issues and the
search for an alternative binder for concrete other than Port-
land cement, the research on AAS has aroused worldwide
interest [1–8].
According to Glukhovsky et al. [9] and Davidovits [10], the
mechanism of alkali activation is composed of conjoined reac-
tions of destruction–condensation, that include the destruction
of the prime material into low stable structural units, their
interaction with coagulation structures and the creation of
condensation structures. The first step consists of a breakdown
of the covalent bonds Si–O–Si and Al–O–Si, which happens
when the pH of the alkaline solution raises; so those groups
are transformed into a colloid phase. Then an accumulation
of the destroyed products occurs, which interacts among them
to form a coagulated structure, leading in a third phase to the
generation of a condensed structure. Other authors also agree
that the majority of the proposed mechanisms indicate an ini-
tial phase of silica dissolution, followed by the phases of trans-
portation and polycondensation [11,12]. However, these
phases occur almost simultaneously, preventing their analysis
in an individual mode [13]. In Egypt, the amount of demolition
and building wastes increases with time. These wastes nega-
tively affect the environment. Construction industry can be
the end user of all demolition and building wastes and in this
way can contribute to solve this environmental problem. The
nature of construction industry, especially the concrete indus-
try, is such that ceramic wastes can be used safely with no need
for dramatic change in production and application process.
According to some authors the best way for the construction
industry to be a more sustainable one is by using wastes as
building materials [14,15]. Several authors studied the effect
of demolition wastes on the properties of ordinary Portland
cement was investigated [16–19]. A few researches were done
to study the effect of demolition wastes on alkali activated slag
cement [20].
In this work, the effect of different demolition and building
wastes such as concrete (CoW), red clay brick (RCBW) and
ceramic wastes (CW) on the physico-chemical and mechanical
properties of AAS was investigated to elucidate which one of
these wastes has better effect on the performance of AAS.
Materials and experimental methods
Materials
The materials used in this investigation are ground granulated
blast-furnace slag (GGBFS), ceramic waste (CW), red clay
brick waste (RCBW) and concrete waste (CoW). GGBFS
was provided by Helwan Steel Company, Helwan, Egypt.Table 1 Chemical compositions CW, GGBFS and CoW, wt.%.
Oxides SiO2 Al2O3 Fe2O3 CaO MgO Na2O K
GGBFS 38.70 11.90 0.51 32.90 4.08 0.68 0
CW 68.30 19.50 5.29 1.57 0.26 1.08 1
RCBW 58.13 14.15 8.26 8.89 1.03 1.09 1
CoW 30.63 1.79 1.59 37.45 3.87 0.02 0
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liquid sodium silicate (NaOH and Na2SiO3). NaOH with pur-
ity 99.99% was purchased from Fisher Scientific Chemical
Company, United Kingdom (UK). Na2SiO3 with 17%
Na2O, 32% SiO2 and density of 1.46 was obtained from El
Gomhourya Chemical Company, Egypt. The chemical compo-
sitions of GGBFS, CW, RCBW and CoW as determined by
X-ray fluorescence (XRF) are listed in Table 1. The mix com-
position of GGBFS–CW, GGBFS–RCBW and GGBFS–CoW
blends, is given in Table 2. The mineralogical compositions of
these materials are shown in XRD patterns Fig. 1. The miner-
alogical analysis shows that, GGBFS is completely amorphous
with a hump at 2h of 20–40. CW exhibits different crystalline
peaks related to quartz (Q) and traces of anorthite (A) miner-
als. RCBW consists mainly of Q, Anorthite (A), Andenite (An)
and microcline (MC). The crystalline peaks observed in XRD
pattern of CoW are characteristic for Q, calcite (C) and dolo-
mite (D). The oxide molar ratios of all blends are listed in
Table 3.
Preparation of alkali activated GGBFS, GGBFS–CW, GGBFS–
RCBW and GGBFS–CoW blends
Firstly, GGBFS, CW, RCBW and CoW were crushed in auto-
matic grinding machine to pass from 90 lm sieve. In order to
prepare geopolymer cement, GGBFS, GGBFS–CW, GGBFS–
RCBW and GGBFS–CoW were activated by 3:3 NaOH:
Na2SiO3 weight ratio. The dry mixes were placed on smooth,
nonabsorbent surface. The mixing water containing activator
for all mixes was adjusted at 0.25 of water to solid ratio (W/
S). The mixing operation was then completed by slow mixing
for about 2 min then continuous and vigorous mixing by
means of ordinary gauging trowel for about three min.; the
fresh pastes were then casted in (25  25  25 mm) cubic
molds in two layers and manually-vibrated to eliminate air
voids. The samples were then covered to avoid moisture loss
then cured in humidity chamber at 100% relative humidity
(RH) and 37 ± 2 C for 24 h. All samples were demolded then
cured in tap water at 23 ± 2 C until the time of investigation.
Methods of investigation
The initial and final setting times were measured using the
Vicat test according to ASTM 191 specification [21]. The pH2O SO3 TiO2 P2O5 MnO BaO LOI Total
.78 2.42 0.49 – 3.92 3.29 – 99.97
.88 0.06 0.90 0.29 – – 0.72 99.99
.37 2.35 1.17 0.19 3.32 99.95
.24 1.07 0.15 0.06 – – 23.10 99.98
wastes on the properties of alkali activated slag cement, HBRC Journal (2015),
(degrees)
Fig. 1 XRD patterns of GGBFS, CW, RCBW and CoW.
Table 3 Oxides molar ratio of AAS and AAS replaced by
10 wt.% CW, RCBW and CoW.
Mix name Molar oxides ratio
SiO2/Al2O3 CaO/SiO2 Na2O/Al2O3
MS 4.86 1.04 0.462
MSC10 5.723 0.748 0.439
MSB10 5.833 0.785 0.459
MSCo10 5.20 1.07 0.490
Fig. 2 pH of GGBFS, CW, RCBW and CoW as well as pH of
AAS and AAS replaced by 10 wt.% of CW, RCBW or CoW at
28 days.
Fig. 3 Setting times of AAS and AAS replaced by 10 wt.% of
CW, RCBW or CoW.
Effect of demolition/construction wastes 3measurement was done by suspension of 2.5 g binder powder
in 20 ml distilled water then kept for 24 h. After that the pH
was measured according to a previous study [22]. The com-
bined water content was determined by igniting a certain
weight of dried crushed specimens at 1000 C for 60 min. soak-
ing time. The chemically combined water content was regarded
as the ignition loss of dried crushed specimen. Duplicate exper-
iments were carried out in order to ascertain good repro-
ducibility of the results. Chemically combined water content
is calculated on the ignited weight basis according to the
following equation: Combined water (Wn), %= [(W0 Wi)/
Wi]
* 100 where, W0 = dried sample weight and Wi = ignited
sample weight. The compressive strength was recorded after 1,
7, 28 and 56 days according to ASTM 109 M specification [23].
XRD analysis was carried out on a Philips PW3050/60 X-ray
diffractometer using a scanning range from 2h of 5 to 50 with
a scanning speed of 1 s/step and resolution of 0.05/step. Four-
ier transform infrared (FTIR) spectral analysis was carried out
on some selected hydrated samples to provide additional infor-
mation on the phase transition. The FTIR was recorded from
KBr discussing Genesis-IIFT-IR spectrometer in the range of
400–4000 cm1. The scanning electron microphotographs were
obtained with Inspect S (FEI Company, Holland) equipped
with an energy dispersive X-ray analyzer (EDXA).
Results and discussion
pH measurement
Fig. 2 shows the pH of the GGBFS, CW, RCBW and CoW as
well as AAS (MS) and AAS containing 10 wt.%, of CW
(MSC10), RCBW (MSB10) or CoW (MSCo10). It is evident
that, the CoW shows the highest pH values than those of
GGBFS, CW and RCBW. This may be explained by thePlease cite this article in press as: S.R. Zedan et al., Eﬀect of demolition/construction
http://dx.doi.org/10.1016/j.hbrcj.2015.12.001presence of hydrated cement in CoW. There is a marginal dif-
ference between the pH of MS, MSC10, MSB10 and MSCo10.
This fact may be attributed to the fact that the ratios of Na2O/
Al2O3 of all mixes are nearly close to the same value as shown
in Table 3.
Setting times
Fig. 3 represents the initial and final setting times (IS and FS)
of AAS and AAS replaced by 10 wt.% of CW, RCBW or
CoW. It is clear that, the setting times of MSCo10 are shorter
than those the pastes made of MS, MSC10 and MSB10. This
may be explained by the higher nucleation impact of CoW as
compared with CW and RCBW. Moreover, the higher pH of
CoW participates in the acceleration of dissolution/condensa-
tion rates, forming excessive amounts of hydration products in
geopolymer cement matrix which leads to yield hardenedwastes on the properties of alkali activated slag cement, HBRC Journal (2015),
Fig. 5 Compressive strength of AAS as well as AAS replaced by
10 wt.% CW, RCBW or CoW.
4 S.R. Zedan et al.cement paste in a short time. On the other hand, all blends
show the shorter setting time than those AAS (MS). The blend
MB10 shows the shorter setting times than MS, MSC10. This
fact may be attributed to the higher Fe2O3 content in RCBW
which removes the OH from the medium forming Fe(OH)3
[24]. The formed Fe(OH)3 may react with another activated
species in geopolymer matrix, leading to the formation of
strong bond.
Chemically combined water
Fig. 4 displays the chemically combined water contents (Wn,
%) of MS, MSC10, MSB10 and MSCo10 mixes. It is evident
that, the Wn content of AAS with 10 wt.% RCBW or CW is
lower than that of neat AAS paste (MS) at all ages of hydra-
tion. This is due to that, the CW and RCBW contain high alu-
minosilicate, causing the increase of polymerization degree (as
the amount of polymerization increases the combined water
content decreases). A noticeable increase in the Wn content
was observed when AAS was replaced by 10 wt.% CoW
(MSCo10). This is mainly due to that, the CoW contains high
amount of carbonate containing phases such as calcium car-
bonate and dolomite. Also, the presence of hydrated cement
pastes in CoW plays an important role in the increase of Wn
content. The Wn content of MSB10 mix is higher than that
of MSC10, suggesting that the combined water content
increases with the increase of Ca2+ in the wastes.
Compressive strength
Fig. 5 shows the compressive strength of hardened MS,
MSC10, MSB10 and MSCo10 pastes as a function of curing
time. It is evident that, the replacement of AAS by 10 wt.%
CoW increases the compressive strength at early ages of curing,
especially at one day of hydration. In contrast, the substitution
of GGBFS by 10 wt.% CW and RCBW causes the reduction in
compressive strength value at one day hydration. These
facts may be due to that, the calcium carbonate and
dolomite present in CoW act as good nucleating sites for hydra-
tion products, enhancing its degree of crystallinity and there-
fore increasing the compressive strength. Moreover, the
dissolution/condensation rates are enhanced with 10 wt.%Fig. 4 Chemically combined water content versus curing ages of
the pastes made of AAS and AAS replaced by 10 wt.% of CW,
RCBW or CoW.
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the pH value of CoW is higher than that of GGBFS). The
replacement of GGBFS by 10 wt.% CW or RCBW retards
the dissolution/condensation rates at one day of curing, sug-
gesting that the lower reactivity and amorphicity of CW and
RCBW are compared to GGBFS. At later ages of curing, the
compressive strength values of AAS containing CW or RCBW
are greater than those of AAS and AAS with CoW. This fact is
mainly due to the continuous dissolution of CW and RCBW,
providing the system with aluminate and silicates species which
complete the geopolymerization reaction. Meanwhile, CoW
has limited effect on the enhancement of polymerization rate
at later ages, confirming the lower activity of CW. Clearly,
the compressive strength values of AAS replaced by 10 wt.%
RCBW are higher than those of AAS replaced by CoW, sug-
gesting that the higher Fe3+ content in RCBW plays an circular
role during geopolymerization reaction, since it may react with
alkali, thus, forming strong bonds [25].
XRD analysis
Fig. 6 represents the XRD patterns the hardened pastes made
of AAS and AAS replaced by 10 wt.% CW, BW or CoW after
28 days of curing. It is clear that, the CSH peak intensityFig. 6 XRD patterns of AAS as well as AAS replaced by 10 wt.
% CW, RCBW and CoW.
wastes on the properties of alkali activated slag cement, HBRC Journal (2015),
Fig. 7 FTIR patterns of AAS as well as AAS replaced by 10 wt.
% CW, RCBW and CoW.
Effect of demolition/construction wastes 5increases with AAS replacement by 10 wt.% CW, RCBW or
CoW. This confirms the fact that the crystalline phases in
CW, RCBW and CoW act as nucleating sites for hydration
products, enhancing its crystallinity degree. These phases are
related to Q as shown in XRD pattern of CW, RCBW and
CoW as well as C and D which appears in case of AAS con-
taining CoW. Also, the MSCo10 XRD pattern shows the high-
est Ht peak intensity compared to other mixes. This is
attributed to the higher MgO content in CoW.
FTIR spectra
Fig. 7 shows the FTIR spectra of the hardened pastes made of
AAS and AAS replaced by 10 wt.% CW, BW or CoW after(A)
(C)
100 µm
100 µm
Fig. 8 SEM microstructures of (A) MS, (B) MSC
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in the determination of the quantity and crystallinity degree
of hydration products formed along AAS matrix. The FWHM
of absorption band related to asymmetric stretching vibration
of Si–O–T (when T is Al or Si) at 953–958 cm1 in AAS con-
taining CW, RCBW or CoW is lower than that of neat AAS,
confirming the increase in crystallinity degree of hydration
products. The absorption band related to H–O–H bending
vibration and stretching vibration of OH group at 1630–
1637 cm1 and 3418–3462 cm1 in case of all mixes containing
CW or RCBW is lower than that of control AAS sample. This
may be related to the formation of CSH with low CaO/SiO2
ratio. The band intensity of H–O–H bending vibration and
stretching vibration of OH group in MSCo10 is higher than
that in MS. This may be due to the presence of hydration
products in CoW. The FTIR spectra are in agreement with
chemically combined water and compressive strength results.
SEM microscopy
Fig. 8 displays the SEM microstructures of the hardened
pastes made of AAS and AAS replaced by 10 wt.% CW,
BW or CoW after 28 days. The SEM observation exhibits dif-
ferent microstructures as a result of AAS replacement by CW,
RCBW or CoW. It is observed that, the compaction and
homogeneity of microstructure increase with AAS replacement
by CW, RCBW or CoW, confirming the nucleating site effect
of these wastes which increase the ordering and compaction of
microstructure. The MSB10 micrograph seems to be more
homogenous, dense and compact than MS10, MSC10 and
MSCo10. This may be attributed to the presence of Fe2O3 in
RCBW, which reacts with alkali activator, forming hydration(B)
(D)
100 µm
100 µm
10, (C) MSB10 and (D) MSCo10 at 28 days.
wastes on the properties of alkali activated slag cement, HBRC Journal (2015),
6 S.R. Zedan et al.products with strong bonds [25]. This fact is in a good har-
mony with the compressive strength results.
Conclusion
In the present work, the effect of different demolition and
building wastes such as ceramic, red clay brick and concrete
wastes on the properties of AAS has been studied. Several find-
ings can be concluded as follows:
 The replacement of AAS by 10 wt.% CW, RCBW or CoW
shortened the setting times. The AAS-CoW mix showed the
shortest setting times compared to all other mixes.
 The 10 wt.% CW, RCBW and CoW have the marginal
effect on the pH value of AAS.
 The chemically combined water content decreased when AAS
was replaced by 10 wt.% CW or RCBW.Meanwhile, a signif-
icant increase in chemically combined water was observed
when AAS was replaced by the same percentage of CoW.
 The replacement of AAS by 10 wt.% CoW leads to increase
the one day’s compressive strength, while the CW and
RCBW showed the opposite behavior. At later ages of
hydration, the compressive strength decreased in the direc-
tion of MSB10 >MSC10 >MSCo10 >MS. Whereas the
amount of Fe2O3 increases in the wastes, the compressive
strength increases.
 The XRD and FTIR proved that, all wastes act as nucleat-
ing sites for hydration products, enhancing its crystallinity
degree. This can be observed from the increase of CSH peak
intensity in XRD and decrease of FWHM of absorption
band related to asymmetric stretching vibration of Si–O–
Al (Si) bridges.
 The SEM observations confirmed that, the CW, RCBW
and CoW have a positive effect on the enhancement of
ordering and compaction of microstructure of AAS.
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